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NOTE: THESE ROUGH-IN DIMENSIONS MAY VARY ½: (13 mm) PLUS OR MINUS 
NOTE: All dimensions subject to manufacturing variance of plus or minus ¼” (6 MM) 

Fido Fountain 

Mounting: Surface Mounting: In-Ground 
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Fido Fountain Specifications 

Model: 
 
Type: 
 
Pedestal:  6-5/8” diameter steel pipe with .134 wall. 
 
Arm:  3/16” sheet steel arm with attached 10-3/4” diameter pipe projecting 12-1/2” from the 
pedestal 
 
Receptor:  18 gauge stainless steel with slow draining, pebble guard covered chrome plated brass drain 
plug. 
 
Spout:  Brushed aluminum, locked to receptor with vandal resistant steel guard. 
 
Valve:  Chrome plated brass push button assembly recessed in ½” steel plate  with 
 adjustable flow regulation. 
 
Mounting:  Surface. 12” diameter o.d. base plate support with four (4) 9/16” o.d. Bolts 
 
Waste:  1-1/4” flexible hose. 
 
Supply:  ½” reinforced vinyl tubing with ½” IPS hook-up and stainless steel fittings. 
 
Finish:  Polyester powder coat. 
 
Color:  Green. Optional colors: red, blue dark bronze, black, silver, sand, yellow, white, and orange. 
 
Options:  -32 compression type hose bibb with vacuum breaker 
 -32-SC self closing hose bibb with vacuum breaker 
 -40 plaque 
 -85 valve box 
 -98 leash hook 
 -FP frost proof valve system 
 -SMP-6 surface mounting plate 
 -SS stainless steel 
 -92 spray 



INSTALLATION INSTRUCTIONS FOR PEDESTAL DRINKING FOUNTAINS 

BASIC INSTALLATION 

1. Surface Mount - Prior to pouring concrete pad, stub up the 1-1 /4" threaded I. P.S.
galvanized waste and 1 /2" supply pipe to a height of approximately 4 to 6" above
finished pad.

In Ground Bury - Prior to pouring concrete, place unit 14" below the surface. Pour a 4"
thick concrete pad around the steel supports that are welded to the pedestal.

NOTE: Be sure to center waste. 

2. To insure proper fountain placement, we recommend using the OPTIONAL mounting
plate for the appropriate model (see catalog).

There are two other methods of installing the fasteners for anchoring the fountain in
place. Care must be taken in both methods to accurately locate the fasteners. Use
either of the following methods:

a. Locate and secure anchor bolts equally spaced on the bolt circle or plate and equal
distant from the centerline of the waste pipe. These bolts should protrude 1-1/4"
above the finished grade.

OR 

b. After the slab is poured, locate and drill holes to accommodate 1/2" female thread
expansion type concrete anchors. Locate as in method above.

3. Remove the access panels from the drinking fountain, carefully setting them and cap
screws aside. Now set the pedestal fountain in place, level and secure mounting plate
to concrete pad.

4. Install 1-1/4" waste nipple to the waste stub, put 1-1/4" slip joint nuts and washers on
this waste line. Tighten all connections on the waste line.

5. Install the 1/2" screwdriver stop on 1/2" supply pipe and before reinstalling the tubing,
flush the supply line thoroughly. After this is done, connect the tubing to the stop.

6. Turn on the supply at the screwdriver stop and check for leaks.

7. Replace the access panels with the stainless steel cap screws.

8. Stream adjustment, if required, can be done simply by using a 5/32" Hex wrench in to
hole in the center of push button.

These fountains are designed to operate on 30 psi to 80 psi pressure. If inlet pressure is 
above 80 psi, a pressure regulator must be installed in the supply line. 
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GENERAL INSTALLATION MANUAL 
For Outdoor Water Products 
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